SERIES FUNCTION CAT,No.

®
ModuleX 100 FOUNDATION downlight MMP-100F /FLF /W/30B/DL/3
SPECIFICATON PRODUCT CODE

® Light Source LED Module (Mounted) MMP-100F /WC/FLF/W/30B27/DL/3
® Light Distrbution  W=Vide MMP-100F /WC/FLF /W/30830/DL/3
& Cone White Cone(WC). Matte Black Cone(MC) MMP-100F /WC/FLF/W/30B35/DL/3

Chrone Cone (CC) MMP-100F /WIC/FLF /W/30B40/DL/3
o popravea frter  Saneiont current Sold Sepuratel) | wp-100F/MC/FLF//3027/0L/3
. Potre ot Corest 05 WAk MMP-100F /MC/FLF /W//30B30/DL/3
" veght 6ig MMP-100F /MC/FLF /\//30B35/DL/3
e Attached Sufety Vire MMP-100F /NC/FLF /W//30B40/DL/3

MMP-100F /CC/FLF/W/30B27/DL/3
MMP-100F /CC/FLF/W/30B30/DL/3
MMP-100F /CC/FLF/W/30B35/DL/3
MMP-100F /CC/FLF/W/30B40/DL/3

137.5

Notch for removal K

PARTS MATERIAL REMARK
Socket Holder ADC Acrylic Baking Finish
| FD Module - D I
Reflector Aluminum _—
Body ADC Acrylic Baking Finish
Glare Cut Ring ADC

c WCMCiArcrylic Baking Finish
one ADC CCPlating Finish

Sofety Wire Stainless Steel —

Sofety Connector Resin

(| O |O|”|lW[N]|—

Use within 0C~33T ambient temperature range

Do not cover fixtures with the heat insulator etc,

Keep distance of the fixtures and ok jects 0.2m or more.

Danger ! Do not remodel fixtures.

Do not use a radio or TV near the fixtures. The unit may generate noise in the radio or TV.

Connect o sofety wire to the fixture and mounting frame directly.

Emission color and brightness would ke dif ferent even within the same model, ® Connect Input-side power wire to the Approved driver directly.

Use the constant current driver only. ® Please do not remove sofety connector
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