SERIES FUNCTION CAT, No.

ModuleX c0 Ad justab le Downlight MMP-060A/FLF /Z?

SPECIFICATION PRODUCT CODE
i
o Light Distribution Narrow(N), Medium(M) - )
® Cone White Cone(MD), Mactte black Cone(MC) MMM EA Wi
Chrrome Cone(CC)
o Dinmina nethod 0-10V WMP-060A/NC/FLF /N-M/10M0/72/3
9 , o T NMP-060A/MC/FLF /N-M/10A24/22/3
® Input Voltage 220467, 240V67( Dedicated driver input voltage) R .
X A \ MMP-060A/MC/FLF/N-M/10A27/22/3
® Input current 0. 079ACDedicated driver input voltage, 220V input) - .
MMP-060A/MC/FLF/N-M/10A30/22/3
0. 076ACDedicated driver Input voltage, 240V Input) NMP-060A/MC/FLF/N-M/10A35/22/3
© Power Consumption 13, M(Included dedi coted driver, 220V input) MMP-060A/MC/FLF /N-M/10M0/72/3
13, WCInc luded dedi cated oriver, 240V input) MMP-060A/CC/FLF/N-M/10A24/22/3
¥The power consumption is measured based on the measuring method, JIS C 8105-3, NMP-060A/CC/FLF/N-M/10A27/72/3
© Dedicated Driver Constant current ( 50/60Hz shared) MMP-060A/CC/FLF/N-M/10A30/72/3
® Fixture Inpu‘t voltuge 32 6V MMP-060A/CC/FLF /N-M/10A35/22/3
o Fixture Input current 0. 384 MMP-060A/CC/FLF/N-M/10M0/72/3
® Dimning signal input current 2mA PPITI %ﬂyf Lens Fi e HLA-060/DF01
® leight 300g( Inc ludes dedcated driver) ull Diffuser Lens F i | ter MLA-
o Sofoty Vire is attached G Includes; el icoted drver Seni iffuser LensF;l:Eer MLA-060/D501
® tool for tilt lockis equipped Son Sread Lona i A OG0/
Edge Contrsohl Lens FiIEter m—ggg;gﬁg}
orpener Lens MLA-
{aval lable onlya'or narrow distribution)
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PARTS MATERTAL REMARK CIRCUIT DIAGRAM
1 | Socket Holder ADC Acrylic Boking Finish
2 | LED Module
3 | Reflector Aluninun S — o . .
4 | Body AIC Acrylic Baking Finish Dimming Signal Wire
S | Hood ADC Acrylic Boking Finish
6 | Option Holder ADC Acrylic Baking Finish Power Source
NC,MC:Acrylic BakingFinish | = Dedicated Driver <—
7| Cone AC CC:Plating Finish S s s
8 | SafetyWire Stainless Steel —
9 | Sofety Connector Resin —
10 | Dedicated Driver — 0-10V control dinming system

ATTENTIIN] © Do not cover fixtures with the heat insulator etc.
® |se the dedicated driver only,

There is no sending terminal block on the dedicated driver (prinary side),

Connect input-side pawer wire to the dedicated driver directly.

Danger ! Do not remode fixture.

Use within 0v~35% ambient temperature range

Connect o safety wire 1o the fixture and mounting frame directly.

Enission color and brightness would be different even within the same model. 5

Do not use a radio or TV near the fixture. The unit may generate noise in the radio or TV,

Use 0-10V control dimming systen (SR-2830AS-1-10V(Sold separately)) only Make sure they are connected properly.

Calculate the capacity in accordance with JIS C8133 stondard. ® Even if this product is used indoors, do not use the fixture near places

Keep distance of the fixture and ob jects 0. 2n or more. where there would be anything that contains sulfur, (Some foods, medicines,

Please before attachment to the frame when performing the tilt lock.  paper products, rubker products and exhaust gas from vehicles may contain sulfur, )

Please do not unfasten the set crew for ti [t lock too mach, Dtherwise, it may ke dropped and lost, o Tilt scales may cause manufacturing

This equipment is a ceiling installation exclusive equipment, It can not be mounted onan inclined ceilingor wall, angular errors, Please use as a guide,

Place the driver on the ceiling and attach the frome, (Please be sure to check the instruction manual.)
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