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FUNCTION
DF Spotlight

CAT, No.

MMP-060D/SH/WCW MCM-SWN-SMM/10A/DL/3

SPECIFICATION

e Light Source

° LightDistr‘ibution
e Body

e Corn

e flame

e Vertical aiming angle

e Horizontal aiming angle
e Dedicated Driver

e [ixture Input voltage
e Fixture Input current
e Weight

o Safety Wire is attached

LED Module (Mounted )

Narrow(N) . Medium(M)

White(W). Matte black(M). Silver($)
White Corn(WC)

Matte black Corn(MC)

White(SWF) . Matte black(SMF)
ggggr‘10°\ Lower90°

ggnggunt current (30/60Hz shared)
0, 38A(MAY)
220

e tool for pan/tilt lock is equipped

PRODUCT CODE
MMP-060D/SH/WCW/N+M/10A24/DL/3
MMP-060D/SH/WCW/N+M/10A27/DL/3
MMP-060D/SH/WCW/N-M/10A30/DL/3
MMP-060D/SH/WCW/N - M/10A35/DL/3
MMP-060D/SH/WCW/N+M/10A40/DL/3

MMP-060D/SH/MCM/N -M/10A24/DL/3
MMP-060D/SH/MCM/N+M/10A27/DL/3
MMP-060D/SH/MCM/N - M/10A30/DL/3
MMP-060D/SH/MCM/N - M/10A35/DL/3
MMP-060D/SH/MCM/N - M/10A40/DL/3

MMP-060D/SH/ SWW-SMM/N - M/10A24/DL/3
MMP-060D/SH/ SWW-SMM/N +M/10A27/DL/3
MMP-060D/SH/ SWW-SMM/N + M/10A30/DL/3
MMP-060D/SH/ SWW-SMM/N +M/10A35/DL/3
MMP-060D/SH/ SWW-SMM/N + M/10A40/DL/3

OPTION

Full Diffuser Lens Filter
Semi Diffuser Lens Filter
Full Spread Lens F i lter
Semi Spread Lens Fi [ter
Edge Control Lens Fi(ter MLA-060/ECO1
Sharpener Lens  MLA-060/SHO1

(avai lable only for narrow distribution)

MLA-060/DF 01
MLA-060/DS01
MLA-060/SF01
MLA-060/8301
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PARTS MATERTAL REMARK
1 Hood ADC Acrylic Baking Finish
2 | OptionHolder ADC Acrylic Baking Finish
3 | Reflector Aluminumn —
4 | Body ADC Acrylic Baking Finish
S | LED Module S
6 | Socket Holder ADC Acrylic Baking Finish
7 | Arm ADC Acrylic Baking Finish
8 | Mounting Frame ADC Acrylic Baking Finish
9 | Cone ADC Acrylic Baking Finish
10 | SafetyVWire Stainless Steel S
11 [ Sofety Connector Resin
12 | TiltProtractor Resin S
® Enission color and brightness would be different even within the same model,

® Do not use a radio or TV near the lighting fixtures. The unit may generate noise in the radio or TV,
o Danger ! Do not remodel fixtures,
o Jo not cover the li%hting fixture with insulation etc,

® Be sure to connect

he included safety wire to the lighting fixture and frame.

o Keep distance of the fixtures and objects 0. Im or more,

o Use'within 0C~35C ambient temperature range

® Please do not nove the fixture hody under the situation the pan/tilt lock works,

o Plegse do not unfasten the set screw for |E(mm/’ci (1 lock too mach. Dtherwise, i1 may be clropPecI and lost,
|

e Install this lighting fixtures only on t

o Please do not irradiate the lighting

e ceiling It can not be mounted on inclined ce

ings or walls,

fixtures upward. Dust accumulates in the light emitting part, which may cause fire.

ModuleX SPEC]

Modu leX Inc

SCALE

FICATION SHEET| 1,3

CREATED DATE
13/FEB/2018

REVISION DATE




