SERIES FUNCTION CAT, NI
®
ModuleX 60O Spotlight MMP-060S/3H/ 1N/3

o LI LCATION -G0S A M-S/ NN/ 100247713

® | ight Source LED Module (Mounted ) . o

® Body White(W). Matte black(. Silver(S) mgﬁgﬁgéﬁﬁ ih %ﬁﬁgﬁﬁﬁﬁééé%

® | ight Distribution  Narrow(N). Med;um(M) MMP- “M-S/IN/N/10A35/71
s . . MMP-060S/3H/W - M- S/1N/N/10A40/21/3

® Vertical aining angleUpper10° . Lower30 MMP-060S/3H/W -M - S/1N/M/10A24/21/3

® orizontal aiming angle 380° MMP-060S/3H/W -M-S/IN/M/10A27/71/3

® InputVoltage  2P0V467(Dedlicated driver input voltage) | MP-060S/3H/M-M-/1N/M/10830/71/3

® Tnput current 0. 071A(Dedicated driver input voltage, 220V input) | MMP-060S/3H/W-M-S/IN/M/10A40/21/3

® Power Consumption 19, IN(Included dedicated driver, 220V input)

® Jedicated Driver Constoant current (50/60Hz shared)

® leight

380g

® {00l for pan/tilt lock is equipped

OPTION

Full Diffuser Lens Fi lter

Seni Diffuser Lens Fi lter
Full Spread Lens Fi lter
Semi Spread Lens Fi lter

MLA-060/DF01
MLA-060/DS01
MLA-060/SF01
MLA-060/8S01

® Dimning Control  0-10V Edge Control Lens Fi lters nm—gggfgﬁg%
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MATERIAL REMARK CIRCUIT DIAGRAM| Lighting Track
1 | Hood ADC Acrylic Baking Finish
2 DD't ion Ho lder ADC Acrylic Baking Finish T TRACK SYSTEM DFSTGNATION
3 | Ref lector Aluninun E— = w7
4 | Body ADC Acrylic Baking Finish NIRDIC ALUNINIUM INC
9 | LED Module
6 | Sacket Holder ADC Acrylic Baking Finish
7 | Arm ADC Acrylic Baking Finish
8 |Dedicated Driver 0-10V control dimming systen
9 | TiltProtractor Resin -

(ATTENTION

® Enission color and brightness would be different even within the same model,
® Jonot use a radio or TV near the fixtures, The unit may generate noise in the radio or TV,

® Danger ! Do not remode! fixtures,

@ Please do not install to the wa

S,
(L or floor

® Use within 0t~35¢ anbient temperature range
@ Use 0-10V control dimming system (DVSTV-XX(Sold separately))only.
® Keep distance of the fixtures and objects 0. Im or more,
® To renove heat, place an air hole when installing the fixture ina fitting,

(Place air holes equally in the up
® Pleose do not move the

er s
ixture boJ;I unal

ide of the fitting. Total aperture size should ke more than 57 of the fitt
er the situation The pan/tilt lock works,

Tilt lock

® Please do not unfasten the set crew for panm/tilt lock too mach, Dtherwise, it may ke dropped and lost.
@ This fixture can be attached to the 3 circuit rails, but only Icircuit con be used for pover supply.

® Please do not attoch the fixture to the 3 circuit rails in which more than I circuit are occupied for power supply. It may cause tripping the circuit breoker.

ing’ s surface)
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