SERIES

ModuleX 60

FUNCTION

FLANGE SPOT

CAT, No.

MMP-060S/5H/FC/10A/Z2

SPECIFICATION

Light Source

Bo
Ligttllistribu'tion
ertical alning ongle
Horizontal aiming angle
Dimming nethotg
Input Voltage

[nput current

LED Modu e (Mounted)

White(V) . Matte black(M . Si lver(S)
Narrow(N), Medium(M)

Upper10° . Lower90°

380°

0-10v

220V, 240V167( Dedicated driver input voltage)

0. 079A( Dedi cated driver input voltage, 220V input)

0. 076A( Dedi cated driver Input voltage, 240V input)

Power Consumption

13, WC Included dedicated driver, 220V input)

15, SW(Included dedicated driver, 240V input)

#The power consumption Is measured based on the measur ing method, JIS C 8105-3.

PRODUCT CODE

MMP-0608/3H/W - M- S/FC/N-M/10A24/22/3
MMP-0608/3H/N - M- S/FC/N-M/1027/22/3
MMP-060S/9H/N -M- S/FC/N-M/10A30/22/3
MMP-060S/5H/W M- S/FC/N-M/10A35/Z2/3
MMP-060S/SH/N - M- S/FC/N-M/10040/22/3

OPTION
Full Diffuser Lens Filter
Semi Diffuser Lens Filter
Full Spread LensF i lter

MLA-060/DFO01
MLA-060/DS01
MLA-060/8F01

icated Dri tant t
o Pt tae gy urrent ¢ S/Ez shared Seni Spread Lens Fil{er HA-06D/S01
® Fixture Input current 0. 384 Edge Control Lens Fi lters MLA-060/ECO1
© limingsignal input current  2mA Sharpener Lens  MLA-060/SHOL
® Veight 390g (Included dedicated driver) (avai lable only for narrow distribution)
@ tool for pan/tilt lock is equipped
Attachment plate diamension]
— 26 o o 845 R
il o 5 3
7 ,
2
: % 7 % il
The hole for wire on the board #13 For pan lack 8 For tilltlock -
The colar of wire is only black T Set screw(M3) Set screw(H 'o\o
—@
W1178, D146, H122 1409
@ with terninal block for dimming signal vire 7
electric wire specified:CPEV-1P ¢0, 981 2 E @}
: P ik
4 ) =
22.5|_ 37.8
PARTS MATERIAL REMARK CIRCULT DIAGRAM | —
1 | Hood ADC Acrylic Baking Finish
2 | Option Holder ADC Acrylic Boking Finish Dinming Signal Wire '
3 | Reflector Aluminum —_— Power Source j )
4 | Body ADC Acrylic Baking Finish = De"“c“ted Iriver =
S | LED Module
6 | Socket Holder ADC Acrylic Baking Finish
7 | Arm ADC Acrylic Boking Finish
8 | Flange Case ADC Acrylic Baking Finish
9 | Attachment Plate steel -
10 | Softy Connector Resin Tt Lok
11| Dedicated Driver 0-10V control dimming system -
12 | Tilet Protractor Resin —_—
ATENTION] ® Emission color and brightness would be different even within the same model.

® Donot use aradio or TV near the fixtures, The unit may generate noise in the radio or TV,
Danger ! Do not remode! fixtures.

Please do not irradiate the lamp upward. Dust accunulates in the Light emitting part, which may couse fire.
Use the dedicated driver only,

There is no sending termina|'block on the dedicated driver (primary side),

Connect input-side power vire to the dedicated driver directly,

Calulote the capacity in accordance with JIS CB159 standard,

Use 0-10V control dimming system ( SR-2830AS-1-10V(Sold separately)) only

Keep distance of the fixtures and objects 0. 1m or more,

Use within 05~35% ambient temperature range.

Please do not move the fixture body under the situation the pan/tilt lock works,
Please do not unfasten the set crew for pan/ti It lock too mach Dtherwise, it may be dropped and lost,
Please install the attachment plate in the substrate area with the screw(M4),

When attaching the main body to the attachment plate, please put the projection of the attachment plate in the trmngle nark on the side of the flange cose,
After attaching he main body 1o the attachment plate, please make sure that the main body itself is surely locked.
When taking off the main body from the attachment plate, please insert the stick whose diometer is less than #2mm into the hole on the side of the flange cose to unlock.
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