SERIES FUNCTIDON CAT, NO.
@ for NEO downlight _
ModuleX SO for LINEAR Modutex  MMP-080S/3R/M/LE/10B/DL/3
. . SPECIFICATION PRODUCT CODE
Dhomnuee
Bod Matte black(M) - :
Lig%t Distribution N=Narrow.M=Medium mg:gggg%wmtg“ ; W%g%gg;gtg

Vertical aining angle nger‘lO' . Lower90°
Horizontal aining angle 204°

OPTION
Full Spread Lens Fi lter
Semi Spread Lens Filter
Full Diffuser Lens Filter
Semi Diffuser Lens Filter
Edge Control Lens Fi lter
Sharpener Lens

(Narrow only)

Fixture Input Voltage 36, 9V
Fixture Input Current 0. 48ACMAX)
Wei

°
°
®
®
°
® Dedicated Driver  Constant current(50/60Hz shared)
°
®
® ?ht 3309

® ool for pan/tilt lock is equipped

MLA-080/SF01
MLA-080/5S01
MLA-080/DF01
MLA-080/DS03
MLA-080/ECO2
MLA-080/SHO1

(Terminal Dimension:®1. 0 x length 9. Smm)
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Pan lock |
Set screw(M3)
: Tilt lack
Set screw(M3)
PARTS MATERIAL REMARK Pan lock Tilt lock
1 | Hood ADC Acrylic Baking Finish
2 | Option Holder ADC Acrylic Baking F inish
3 | Ref lector Aluminum -
4 | Body ADC Acrylic Baking Finish
O | LED Module
© | Socket Holder ADC Acry Lic Baking Finish
7 | Arn ADC Acry lic Baking Finish
8 | GripBolt Resin -
9 | Softy Connector Resin

ATTENTIIN

Emission calor and brightness would be different even within the same mode .
Do not use a radio or TV near the fixtures. The unit may generate noise in the radio or TV,
Danger ! Do not remodel fixtures,
lease do not install to the wall or floor
calculate the ctg%uclty In accordance with JIS C8155 standard.
Use within 08~35% ambient temperature range
Use phase control dimming system (SX-CDB00 TRICSold separately)) only.
Keep distance of the fixtures and objects 0. 2m or more,
To remove heat, place anair hole when installing the fixture ina fitting

Please do not move the fixture body under the situation the pan/tilt lock works,
P lease do not unfasten the set crew for panm/tilt lock too mach, Dtherwise, it may be dropped and lost.
Please use the “class2’ driver, Inthat case, grounding is not required.

(Place air holes equally in the upper side of the fi tting.hTotol aperture size should be more than 37 of the fitting’ s surface)
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