SERIES

ModuleX' 100

FUNCTION
DF Spotlight

CAT, NO.

MMP-100D/SH/WCL - MCL - SCL/DL/3

-M/30B27/DL/3
*M/30B30/DL/3
*M/30B35/DL/3
*M/30B40/DL/3
-M/30B27/DL/3
-M/30B30/DL/3
-M/30B35/DL/3
*M/30B40/DL/3
*M/30B27/DL/3
-M/30B30/DL/3
*M/30B35/DL/3
*M/30B40/DL/3

MLA-100/SF01
MLA-100/SS01
MLA-100/DF01
MLA-100/DS02
MLA-100/EC0O2
MLA-100/SHO1

SPECIFICATION PRUDUCT CLDE
o Light Source LED Mocule (Mounted ) MMP-100D/SH/WCL/N
e Body White(WCL) . Matte black(MCL) . Si lver( SCL mg:%gg%;gﬂ%gt;“
o Light Distrikution N=Narrow. M=Medium MMP-100D/SH/WCL/N
o Verticalainingangle ~ Upper10°. Lower90° ngz%gggfgﬂ;mgtfu
® Horizontal ainingongle 360° MMP-100D/SH/MCL/N
® Fixtre InputVoltage 37,9V L ouD S et /N
® Fixture Input Current 0. 9A (MAX) MME—lgg%;gH;gEt;“
MMP-1
® l]edllcuteol driver Constant current ( 50/60Hz shared) MMP—100D/SH/SCL/N
® \eight 670g OPTION Full-Spread Lens
o Attached Sofety Wire Semi—Sp readLens
® tool for tit lock is equipped Ful l-Diffuser Lens
Semi-Diffuser Lens
Edge Control Lens
Sharpener Lens
(Narrow only)
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tilt lock
Set screw(M3)
35.8_53.1
PARTS MATERIAL REMARK

1 | Hood ADC Acrylic Baking Finish
2 | Option Holder ADC Acrylic Baking Finish
3 | Reflector Aluminum -
4 | Body ADC Acrylic Baking Finish
S | LED Module
6 | Soket Holder ADC Acry lic Baking Finish
7 | Arm ADC Acrylic Baking Finish
8 | Cone ADC Acrylic Baking Finish
9 | Safety Wire Stainless Steel | ——
10 | Safety Connector Resin
11| TiltProtractor Resin

Emission color and brightness would ke different even within the same model.
Do not use a radio or TV near the fixtures, The unit may generate noise in the radio or TV,
Danger ! Do not remode fixtures.

Please use constant current driver,

Connect input-side power wire to the dedicated driver directly.

Use within 0%~33% amkient temperature range,

Keep distance of the fixtures and ok jects 0. 3m or more,

Connect a safety wire to the fixture and mounting frame direct lz.

Please do not move the fixture body under the situation the tilt lock works.

Please do not remave safety connector
Pleose use the 'class2’driver. Inthat case, grounding isnot required.

Please do not unfasten the set crew for tilt lock too mach, Otherwise, it may be dropped and lost.
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