SERIES FUNCTION CAT, NO.

ModuleX 130 DF Spotlight MMP-130D/ 1H/WCH -MCN - SCH - SCH/DL/3

o ECIFILATION I-’Rl_btllb]'ILI!’CTlgEII]]ElH/\,IC\rI/N M/40B27/DL/3
o LintSrce LiDlodte o) MMP-130D/ 1H/WCW/N - M/40B30/DL/3
ody White(WC) . Matt block(MC). Si lver(SC) MMP-130D/ 1H/WCW/N - M/40B35/DL/3
®f White(W) . Mott black(M) MMP-130D/1H/WCW/N - M/40B40/DL/3
e niven. Tott 01ad MMP—130D7 1H/MCM/N - M/40B27/DL/3
® Ligitistribution — N=Narrow. M=Mediun MMP-130D/ 1H/MCM/N - M/40B30/DL/3
® Verticalalningangle Upper10°®. Lower90° MMP-130D/1H/MCM/N - M/40B35/DL/3
® Horizontal uimimamle  360° MMP-130D/1H/MCM/N - M/40B40/DL/3
rny MMP-130D/1H/SCW - SCM/N - M/40B27/DL/3
il R R
@ Fixture Input Current 1, 2A (MAX) -
© Dedi cated driver Canstont current ¢ 507601z shared MMP-130D/1H/SCW - SCM/N +M/40B40/DL/3
o Weight 1. 2kg OPTION
o Attached Sofety Wire Full Spread Lens Filter  MLA-130/SF01
. . . Semi Spread Lens Filter  MLA-130/SS01
e tool for tilt lock is equipped Full Diffuser Lens Filter  MLA-130/DF01
Sen! Diffuser Lens F1lter  MLA-130/DS02
Edge Control Lens Filters  MLA-130/EC02
Sharpener Lens  MLA-130/SHOL
(Narrow only)

Celling Hole Diameter

125. 2

"/

) 8
Tilt lock
Set screw(M3) A
44 63. 3 .4
PARTS MATERTAL REMARK
! |Hood ADC Acrylic Baking Finish
2 |Option Holder | ADC Acrylic Baking Finish
3 |Ref lector Alun inum
4 | Body ADC Acrylic Baking Finish
S [LED Module
6 | Soket Holder [ADC Acrylic Baking Finish
7 | Arm ADC Acrylic Baking Finish
8 | Cone ADC Acrylic Baking Finish
9 | Mounting Frame | apC Acrylic Baking Finish
10 [ UnitMounting Spring | Stqinless Steel | ————————
11| Safety Wire Stainless Steel
12 | Safety Connector | Resin
13| Tilt Protractor|Resin
ININ ® Enission color and brightness would be different even within the some mode .
® Do not use a radio or TV near the fixtures. The unit may generate noise in the radio or TV,
® Connect input-side power wire to the dedicated driver directly.
® Use within 0t~35% ambient temperature range.
® Keep distance of the fixtures and ok jects U. 3n or more.
® E?nnectda saiety wi ’E\ﬁ t{-g tge fi ;tlalre asd ngﬁntin anne %i]retctll Lock vork
© Please do not move the fixture body under the situation the tilt lock works. ) I Do not remode fixtures.
® Please do not unfasten tlhe set crez for tilt loék tool moch. I]ﬂllerwise, it may be dropped and lost. o p‘igﬂgg use°¢%%g¥§y?€ ceur\r\elr):‘tlg;\eisver.
e F{ease go ”°$ V‘T"'O"e SJ;‘P‘: ety connelctgcr de o the aonlicable d ® Please use the ‘class2’ driver.
® Please do not plug in the wrong electrode to the applicable driver. P :
It may cause sIEor’?ening of LEDgl ifetime or the dunﬁ%e to the LED component, In that case, grounding is not required.

® This equipment is a ceiling installation exclusive equipment. [t can not be mounted on an inclined ceiling or wall,
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