SERIES FUT’ICTIDNF CAT, No.
® ~proo -
Mans: 100 FOONDATION down | ght MOD-P13520R/Z102/N/BF
SPECIFICATION PRODUCT CODE
® Light Source LED Modu e (Mounted)) MOD-P1352DR/Z102/N/R24B/BF /W M
Light Distribution Narrow(N) MOD-P1352DR/Z102/N/R2TB/BE/N -M

Black Baff le Cone(BF)
White(V). Matt black(M)
0-10v

®

® (one

® frame

® Dinning method
® Input Voltage
® Input current

Power Consumption

Dinming signal input current 2mA
Veight
Safety Wire Is attached

220V67, 240V167 (Dedicated driver input voltoge)

0. 089ACDedicated driver input voltage, 220V input)

0. 087A(Dedi cated driver input voltage, 240V input)
16, 84 (Included dedlicated okiver, 200V input)

17. OW (Included dedicated driver, 242V input)

&The power consumption Is neasured based on the measur ing method, JIS C 8105-3,

Dedicated Driver Constont current ( 50/60Hz shared)
Fixture Input voltage 19,5V
Fixture Input current 0. 7A

710g (Included dedicated driver)

MOD-P1352DR/Z2102/N/R30B/BF /N -M
MOD-P1352DR/Z102/N/R35B/BF /N +M
HOD-P1352DR/Z102/N/R40B/BF /W +M

OPTION
Filter Is not supported

IP65

W:170, D:54, H:28 190g
with terminal block for dimming signal wire
electric wire specified:CPEV-1P 60, 9~81. 2

e

@

8100

Ceiling Hole Diameter

138

|
W— F;%RIS - MATERIAL l |§E£4ARI§ - CIRCUIT DIAGRAM
1 leat Conduct Body Acrylic Baking Finid Dinming Sional Vi
2 Body ADC Acrylic Baking Finish St LU AR L ‘
3 | Adopter ANC Acrylic Baking Finish P&“!ES"W‘E .
4 Cone AIC Acrylic Baking Finish - Dedicated Iriver_ || 1§
S | UnitHounting Spring Stainless Steel —_— ﬂ gfﬁ#:J
6 Mounting Frame ADC Acrylic Baking Finish
7 Cover AIC Acrylic Baking Finish Ceiling
8 Protection glass Hard glass Clear
9 Safety Wire Stainless Steel
10 Safty Connector Resin e —
11 | Dedicated Driver 0-10V control dimming systen
Cover
ATTENTIIN] e Do not cover the fixture with a heat insulator etc,

e Keep distance of the fixture and ob jects 0. In or more,
o Please use constant current driver.,
e [omnect input-side power wire to the dedicated driver directly.
o Danger ! Do not remode! the fixture.
o Use within 0%~35¢ ambient temperature range.
e Be sure to connect a sofety wire to the fixture and mounting frame.
o Because there are variations in the LEDs,
emission color and brightness would be different even within the same model,

o Do not use a radio or TV near the fixture. The unit ma ?enerute noise inthe radio or TV,

o |se 0-10V control dimming sYsten (SR-2830AS-1-10V(So

d seporate le/)) only.
o Theheight of inside the cei

ing have to be 160mm or more to instal

the driver there,

Driver-side’ s connector

Make sure they are connected proper ly.

o lhen connecting to the electric circuit, calculate the capacity inaccordance with JIS (8150 standord,

o If the unevenness of the ceiling material is large, make it flaf,
e Do not install inany directions other than downward,

o The waterproof performance of the fixture is different in indoor and cei ling,
There is no Yater,

Froof performance inside the ceiling,

o Do not use in high-hunidity areas such as sounas. Do not mount at ploces where water comes in the ceiling.
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