SERIES

[MoD5 100

FUNCTION

Ad justab le Downlight

CAT, No.

MOP-0O80A/MWF - MMF /10B/ /2

SPECIFICATION

® Light Source

® [lame

® (one

® |ight Distribution
® Dimming method

® Input Voltage

® Input current

Power Consumption

LED Module (Mounted )
Vhite(SWF), Matte black(SMF)

Vhite Cone(WC), Matte black Cone(MC)

Narrow(N), Meduun( )]
0-10v

220V67, 240V67( Dedicated driver input voltage)

0. 102ACDedicated driver input voltage, 220V input)
0. 095ACDedicated driver input voltage, 240V input)
20, 6W( Inc luded dedicated driver, 220V input)

20, 7W(Included dedicated dr iver, 240V input)

%The power consumption is measured based on the measuring method, JIS C 8103-3,

PRODUCT CODE
MOP-080A/NC/MWE /N« M/10B27/72/3
MOP-080A/NC/MWE/N-M/10B30/22/3
MOP-080A/NC/MNE/N- M/10B35/Z2/3
MOP-080A/NC/MWF/N-M/10B40/22/3

MOP-0B0A/MC/MVE - MMF /N M/10B27/72/3
MOP-O80A/MC/MWE - MMF /N M/10B30/72/3
HOP-0B80A/MC/MVE - MMF /N« M/10B35/72/3
HIP-080A/MC/MWF - MMF/N- M/10B40/Z2/3

OPTION
Full Diffuser Lens Filter MLA-080/DF01

° gedjccuteld Dr'Jicver'lJc ggnﬁant current ( 50/60Hz shared) seF. l]]l.gfusea tens F. {:Eer m gggjggg?
® Fixture Input voltage . ull Spread Lens Fi lter
® [ixture Ingu’c curregt 0. 50A Seni Sgreud Lens Filter MLA-080/3S01
° ]]iming sigml input current 2mA Edge Control Lens Fi [ter MLA-080/EC02
® Veight 630g¢ Inc ludes dedicated driver) (aval labl Sh‘l““ Fener Lens' EITA 10?8/ §c|;|01)
® Safety Wire Is attached IP65 avaitonie only ror narrow disirioution
® +tool for tilt lock is equipped
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PARTS MATERIAL REMARK CIRCUIT DIAGRAM
1 | Socket Holder ADC Acry lic Baking Finish M
2 | LED Module
3 | Reflector Alunnum — Dinmina Sianal Wire
4 | Body ADC Acrylic Boking Finish inning 519 '
S | Hood ADC Acrylic Boking Finish P S
6 | OptionHolder ADC Acrylic Baking Finish :oér c]J]u:lcle tod Dri
7 | Cone ADC Acrylic Baking Finish —> eaicateo river —
8 | Unit Mounting Spring Stainless Steel — )él —
9 | Cover ADC Acrylic Boking Finish -
10 | Mounting Frame ADC Acrylic Boking Finish Ceiling
11 | Protected glass Hard glass Transparent
12 | Sofety Wire Stainless Steel
13 | Sofety Connector Resin — —
14 | Dedicoted Driver 0-10V control dimming system
ATTENTIIN] © Do not cover the fixture with a heat insulator etc.
® Please use constant current driver.
® There isno sending terminal block on the dedicated driver (primary side).
® Connect input-side power wire to the dedicated driver directly.
® Danger ! Do not renodel the fixture.
o Use within 0C~337 ambient temperature range.
® Be sure to connect a safety wire to the fixture ond mounting frame,
® Enission color and brightness would ke different even within the same model.
® Do not use a radio or TV near the fixture. The unit may generate noise in the radio or TV, Make sure they are connected properly.

o Use 0-10V control dimming system (SR-2830AS-1-10V(Sold separately)) only.
© lhen comecting to the electric circuit, calculate the capacity in accordance with JIS (8133 standard.

® Keep distance of the fixture and objects 0. 1n or more,
® Please do not move the fixture body under the situation the pan/tilt lock works,
® Please do not unfasten the set screw for pan/ti ([t lock too much,

[therwise, it may be dropped ond lost.

o If the unevenness of the cei lingmaterial is large, make it flat.

e Donot install inany directions other than downward,

® o not use in high-humidity areos such as saunas,
© The water-resistance copabi lity vith indoor and within the cei ling is different,

® There I5 no water resistance capabl |1ty Inside the cel ling. Do not Install ot ploces

where water comes in within the ceiling.
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