SERIES FUNCTION CAT, No.

mUD5® '100 Ad justab le Downlight MOP-080A/MWF - MMF/10B/DL/3

SPECTFICATION PgEBUCLEQDE
® Light Source LED Module (Mounted ) MOP-080A/WC/MWE /N -M/10B27/DL/3
ol et bt - Mo MOP-08QA/WC/MWF /N +M/10B30/DL/3
Light Distribution ~ N=Norrow, M=Medium MOP-080A7WC7MWE 7N - M/ 10B35/DL73
® Mounting Frame White(MVF) . Matte Black (MMF) MOP-080A/WC/MWF /N - M/10B40/DL/3
® Cone Color White Cone(WC) MOP-080A/MC/MWF - MME /N -M/10B27/DL/3
Matte Black Cone(MC) MOP-080A/MC/MWE - MMF /N -M/10B30/DL/3

MOP-Q80A//MC /MWF - MME/N - M/10B35/DL/3
® Dedicated Iriver —  Constont current (50/60Hz shared | b _g0A7MC/MUF - MME /N - M/10B40/DL/3

® Fixture Input Voltage 36. 9V OPTION
® Fixture Input Current 0, 48A C(MAX) Full Spread Lens Filter  M_A-080/SFO1
® Neight 940q f ﬁn a {§ read tens F. Her um—gggﬁgg%
° i ull Diffuser LensFilter -
Attached safety wire Seni Diffuser Lens Filter  MA-080/0S03
Sharpener Lens ~ MLA-080/SHOL
IP65 o(low only)
Edge Control Lens Filters  MLA-080/ECO2
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PARTS MATERIAL REMARK
1 | Socket Holder ADC Acrylic Baking Finish
2 | LED Module S —
3 | Ref lector Alminum —
4 | Body ADC Acrylic Baking Finish
S [ Hood ADC Acrylic Baking Finish
6 | OptionHolder ADC Acrylic Baking Finish
7 | Cone ADC Acrylic Baking Finish
8 | Unit Mounting Spring Stainless Steel —
9 | Mounting Frame ADC Acrylic Baking Finish
10| Cover ADC Acrylic Baking Finish
11| Protection glass Hard glass Transparent
12| Safety Wire Stainless Steel
13 Safety Connector Resin
ATTENTION] e Do not cover fixtures with the heat insulator etc. o Danger ! Do not remodel fixtures,
® Connect input-side power wire to the approved driver directly. ® Please use constant current driver.
® Connect a safety wire to the fixture and mounting frame directly. ® Use within 08~35% anbient temperature range,
® Emission color and brightness would ke different even within the same mode . @ Donot install in any directions other than downward.,
® Keep distance of the fixtures and objects 0. 2m or more, @ Do not use in high-humidity areas such as saunas,
e If the irregularities of the ceiling material is large, please ke flat. © Pleose use the ‘class?’ driver, In that case, grounding is not required.

® Do not use o radio or TV near the fixtures. The unit may generate noise in the radio or TV,

® Please before attachment to the frame when performing the tilt lock.

® Please do not unfasten the set crew for panm/ti It lock too mach. Dtherwise, it may ke dropped and lost.

e Tilt scales may cause manufacturing angular errors, Please use as a guide.

o Even if this product is used indoors, do not use the fixture near places where there would be anything that contains sulfur.
(Some foods, medicines, paper products, rubker products and exhaust gas from vehicles may contain sulfur,)

® The water-resistance capabi lity with indoor and within the ceiling is different.

o There is no water resistance capabi lity on the ceiling side. Do not install at ploces where water comes in within the ceiling.
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