SERIES

ModuleX' 80

FOUNCTION
Ad justab le downlight

CAT, No.
MSP-080A/SWF - SMF/W/12B/72

SPECIFICATION

® Light Source

® |ight Distribution
® Hounting Frame

PRODUCT CODE
MSP-080A/NC/SNF/V/12827/72/3
MSP-080A/NC/SWF/N/12B30/72/3
MSP-080A/NC/SNF/V/12B35/72/3

LED Module (Mounted )
Vide(W)
White(SWF) . Matte Block (SMF)

® Cone ¥hite Cone(WC), Matte Black Cone(NC), Chrone Cone(CC) | MSP-OBOA/NC/SNF/N/12340/Z2/3

Dimpeed o8

® Input Voltage 220V67, 240V67( Dedicated driver input voltage) - :

® Input current 0. 102ACDedicated driver input voltage, 220V input) HSP-080A/MC/SWF - SHE/N/12B35/12/3
0. 099ACDedicated driver Input voltage, 240V input) HSP-080A/MC/SNE - SHE /N/12BAO/12/3

o Power Consumption 20. 6H¢ Inc luded dedlicated o ver, 220V input) HSP-080A/CC/SNF - SME/V/12B27/12/3

MSP-080A/CC/SWF - S /W/12B30/72/3
NSP-080A/CC/SNF « SMF/N/12B35/22/3
MSP-080A/CC/SNF « SMF/W/12B40/22/3

20, 7W(Included dedicated dr iver, 240V input)
%The power consumption is measured based on the measuring method, JIS C 8103-3,
Dedicated Driver Constant current ( 50/60Hz shared)
Fixture Input voltoge  37.1V
Fixture Input current 0. 5A
Dimming signal input current 2mA
Veight 380g( Inc ludes dedicated driver)
Safety Wire Is attached
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CPEV-1P 0. 9~91, 2
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REMARK
Acrylic Boking Finish
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Mounting Frame
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Sofety Wire

Sofety Connector
Dedicated Driver

W[N] Oy (U] |w(roj—

=
L

ceiling

—|—
e ()]

0-10V control dimming system

[ATERTIN] @

Use within 00~35T ambient temperature range
Do not cover fixtures with the heat insulator etc,

Driver-side’ s connector

Fixture-side’ s connector

Keep distance of the fixtures and objects 0. 2m or more.

Danger ! Do not remode fixtures,

Do not use a radio or TV near the fixture, The unit may generate noise in the radio or TV,
Connect o safety wire 1o the fixture and mounting frame directly.

Becouse there are variations in the LEDs,

emission color and brightness would be different even within the same model.

The height of inside the cei ling have 1o be 190mm or more to install the driver there,

Use 0-10V control dimming system (SR-2830AS-1-10V(Sold separately)) only

When connecting to the electric circuit, calculate the capacity inaccordance with JIS C81

Make sure they are connected

9 standard.

This equipment isa cei ling installation exclusive equipment, It can not be mounted on an inclined ceiling or wall.
Please use constant current driver.

Connect Input-side pawer wire to the dedicated driver directly.

There is no sending terninal block on the dedicated driver (prinary side),

properly.
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