SERIES

ModuleX 100

FUNCTION
DF Spotlight

CAT, No.

SL-910DF /772102

SPECIFICATION

® Light Source LED Module (Mounted)

e Light Distribution Narrow(N), Medium(M)

® Body White(V), Matte black(M), Silver($)

e Tilt An?le 90°

® Pan Angle 360°

® Dinming method 0-10v

® Input Voltage 220V467, 240V16/(Ded | cated dr ther input voltage)
® Input Current 0. 159 (Ded cated driver input voltage, 220V input)

Power Consumption

0. 143A (Dedicated driver input voltage, 240V input)

PRODUCT CODE

SL-910DF/Z102/N - M/Re7B/NC-SCA
SL-910DF /Z102/N - M/R30B/NC - SC/V
SL-910DF /Z102/N - M/R35B/NC - SCAV
SL-910DF/Z102/N - M/R40B/NC - SCA

SL-910DF /Z102/N - M/R27B/MC-SC/M
SL-910DF /Z102/N - M/R30B/MC - SC/M
SL-910DF /Z102/N - M/R35B/MC - SC/M
SL-910DF /Z102/N+ M/R40B/MC - SC/M

30. 7V (Included dedicated driver, 220V input)

OPTION (1 filter attachable)

30, 9V (Included dedicated driver, 240V input) PPuc _
%The power consumption is measured based on the measuring nethod, JIS C 8105-3 P Vide g:gﬂz:gz tgz: §2_gglfg?
® Dedicated Driver Constant current (50/60Hz shared) Spread Lens  $A-35P01
® Fixture Input Voltage 38,6V Honeyconb Louver  SA-3HC02
o Fixture Input Current 0. 74 Conversion Filter  SA-3V02~03
° ]]inninisigml input current  2nA Edge control Filter  SA-3ECOI
© Weigh 700g (r iver weight is included) Sharpener  SA-3SHD1(Discount i nued)
® Safety wire included (avai lable only for narrow distribution)
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PARTS MATERTAL REMARK CIRCUIT DIAGRAM
1 [ Hood Acrylic Baking Finish Dirnina siaral Line
2 | UnitRing ADC Acrylic Boking Finish 9°'9
3| Reflector Aluninum — Power Source
4 | LED Module — 7‘7
S | Body ADC Acryic Baking Finish \i
6 | Socket Holder ADC Acrylic Boking Finish
7 | A Iron Plate Acrylic Baking Finish Dedicated Driver
8 | Cone ADC Acrylic Baking Finish
9 | SafetyNire Stainless Steel —
10 | Sofety Connector Resin —
11 | Dedicoted Driver 0-10V control dimming system
[ATTENTION]] ® Danger! Do not remodel the fixture.
© Because there are variations in the LEDs,
enission color and brightness would be different even within the same model.
® Donot use aradio or TV near the fixture. The unit may generate noise in the radio or TV,
© To remove the hood, remove it with the hood focing down.
® lse 0-10V control dimming system (SR-2830AS-1-10V(Sold separately)) only.
® lhen connecting to the electric circuit,
calculate the capacity in accordance with JIS C8133 stondard.
Use within 08~35% anbient temperature range. Moke sure they are connected properly.

Do not cover the fixture with a heat insulator etc.
Keep distance of the fixture and objects 0. 2m or more,
There is no sending terminal block on the dedicated driver (prinary side),

Connect input-side pawer wire 1o the dedicated driver directly.

The fixture Is cei ling mounting exclusive use, Do not mount inclined cellings or walls,
Be sure o connect a sofety wire to the fixture and mounting frame.
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