SERIES

ModuleX 30

FUNCTION
DF Spotlight

CAT, No.
SX-335/80DF /2102

SPECIFICATION

PRODUCT CODE

® Light Source

® |ight Distribution
Body

Frame

Dimning method

Vertical Aiming Angle
Horizontal Aiming Angle
Input Voltage

Input current

Power Consumption

Dedicated Driver
® [ixture Input voltage
® [ixture Input current

LED Module (Mounted )

Narrow(N), Medium(M), Wide(W)

White(WC) . Matte black(MC). Si lver(SC)

Vhite(W), Matte Block(M)

0-10v

MAX 100

360

220V167, 240V67( Dedicated driver input voltage)

0. 089ACDedicated driver input voltage, 220V input)
0. 087ACDedicated driver input voltage, 240V input)
16, BWC Inc luded dedicated o iver, 220V input)

17, OWCInc luded dedicated dr iver, 240V input)
Constant current ( 50/60Hz shared)

19, 5V

$X-535/80DF /2102/N M- V/R24B/WC/V
SX-030/80DF /2102/N M- V/R2TBAC/N
SX-933/80DF /2102/N M- W/R30B/WC/V
SX-030/80DF /2102/N M- /R3SB/NWC/V
SX-535/80DF /2102/N M- W/R40B/C/N
$X-535/80DF /2102/N M- V/R24BMC/N
SX-030/80DF /2102/N M- V/R2TB/MC/N
SX-035/80DF /2102/N M- V/R30B/MC/M
SX-035/80DF /2102/N-M-V/R3SB/MC/M
S$X-535/80DF /2102/N M- V/R40BMC/N
$X-535/80DF /2102/N M- V/R24B/SC/N -M
$X-535/80DF /2102/N M- V/R2TB/SC/N *M
SX-030/80DF /2102/N M- W/R30B/SC/N -M
SX-933/80DF /2102/N M- W/R33B/SC/N -M
SX-030/80DF /2102/N M- W/R40B/SC/N -M

0.7A

© Dinning signal input current 2mA
® Veight 320g( Inc ludes dedicated driver)

OPTION
Full Diffuser Lens Filter MLA-080/DF01
Semi Diffuser Lens Fi lter MLA-080/DS03
Full Spread Lens Fi [ter MLA-080/SF01
Semi Spread Lens Fi [ter MLA-080/SS01
Edge Control Lens Filter MLA-080/EC02

[mn]

V:170, D:54, H:28 190g

©),

with terminal block for dinning signal wire
electric wire specified:CPEV-1P ¢0, 9~81, 2

\J \Y

282

Ceiling Hole Diameter

" )
45

292

9~25
S

965

73.

Because there are variations in the LEDs,
Emission color and brightness would be different even within the same model.

Donger ! Do not remode! the fixture.

To remove the hood, remove it with the hood facing down,

When mounting the Fixture ina ceiling cavity etc.

where heat is difficult to escape, be sure 1o apen a vent in the upper part.

(Dpen the vent evenly over the cei ling cavity surface to an opening ratio of 5% or more
with respect to the area of the ceiling cavity.)

Please use constant current driver.

There is no sending terminal block on the dedicated driver (prinary side),

Connect input-side pawer wire to the dedicated driver directly.

Use 0-10V control dimming system (SR-2830AS-1-10V(Sold separately)) only.

Do not use a radio or TV near the fixture. The unit may generate noise in the radio or TV,

PARTS MATERTAL REMARK CIRCUIT DIAGRAM
1 | Hood Acrylic Boking Finish Diming Sianal Wi
2 | Body ADC Acrylic Baking Finish Inning signat Nire - <
3| Heot conductive body ADC Acrylic Baking Finish Power S g:z; @ﬂ
4 | Arm Steel Plate Acrylic Baking Finish %r ource -
S | Unit Mounting Spring Stainless Steel — = > == Q
6 | Mounting Frome ADC Acrylic Baking Finish II ﬁ}Cﬂ % K
7 | Cone ADC Acrylic Boking Finish / ol -
8 | Safety Connector Resin —— Ceiling Dedicated Driver
9 | Dedicoted Driver 0-10V control dinming system
o lse within 0%~35% arbient temperature range,

Make sure they are connected properly.

When connecting to the electric circuit, calculate the copacity in accordance with JIS C8155 standard.
Keep distance of the fixture and objects 0. Im or more,
The height of inside the cei ling have to ke 130mm or more 1o install the driver there.
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