SERIES

ModuleX 60

FUNCTION

WALL WASHER DOWNLIGHT

CAT, No.

SX-B0O133D/2102/JW

SPECIFICATION

® Light Source LED Module (Mounted )

® |ight Distribution Va LLCIW)

® Body Matte block

® [rame Vhite(W), Matte black(M)
® Dinning method 0-10v

® Electrical specification table

PRODUCT CODE
SX-B0133D/Z7102/ N/R2TB/M M
SX-B0159D/7102/ N/R30B/W +M
SX-B0133D/Z7102/ N/R33B/W - M
SX-B0133D/2102/ N/R40B/W - M

Input Current Power Consumption
Tnput Voltage (Dedicated driver | (Included Fixture Input | Fixture Input | [ JPTION
input voltage) | dedicated driver) | Voltage Current Extensioncord L=1000  SA-CCO3
20V | 200V | 2V [ 0V Extension cord L=3000  SA-CCD4
Tne Fixture VG, 0.0354 | 0.033A | 7.0V | 72V 9.6V
Two Fixtures 24UVi67.£' 0.067A | 0.065A | 124V | 126V 19.2V 0.54
Three F ixtures 0.094A [ 0.0%A [ 177V [ 17.9V 28,8V
¥The power consumption is measured based on the measuring method, JIS C 8105-3.
® Dedicated Driver Constant current ( 50/60Hz shared)
© Dinning signal input current 2mA
® Veight 270g( Inc ludes dedicated driver)
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PARTS MATERIAL REMARK Minimun construction dimension | £
1 | LED Module o
2 | Body ADC Acrylic Boking Finish <
3 | Unit Mounting Spring Stainless Steel — fver 100mn g
4 | Passive Ref lector Polycarhonate Vacuun metalizing &
S [ Filter Polycarbonate Mealizing % L
& | Frame ADC Vacuun metalizing
7 | Sofety Connector Resin —
8 | Dedicated Driver 0-10V control dimming systen [ CTRCUIT DIAGRAM F Z
n n n n £
® o not cover fixture with the heat insulator etc, Dinming Signal Wire §
© Please use constont current driver, Power Source > - Overi00nm S
® There is no sending terninal block on the dedicated driver (primary side). = 3
® (onnect input-side pawer wire to the approved driver directly. - < ( 1] £
© lip to 3 fixtures con be used for the Dedicated driver C 6“;) =2
(Refer to the installation manual for details of connection nethod. ) — =
® |se within 0S~35% ambient temperature range. j Gl
© Becouse there are variations in the LEDs, eiiing
emission color and brightness would be different even within the same nodel, Fixture-side’ s comector
® Do not use a radio or TV near the fixture, The unit may generate noise in the radio or TV, ' '
® Jonot cut off power wire, Use dedicated cakle only for extension
® Do not touch the lens with bare hands,
© Peel off protecting sheets when in use,
® The height of inside the ceiling have to be 190mm or more to install the driver there,
® Use 0-10V control dimming system (SR-2830AS-1-10V(Sold separately)) only
® Keep distance of the fixtures and objects 0. Im or more, Mak th toy l
® This fixture isaceiling installotion exclusive equipment. AKE Sure they are connectea propery.
It can not be mounted on an inclined cei ling or wall,
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