SERIES

ModuleX'60

FUNCTION

Ad justab le downlight

CAT, No.
SX-BO655H/Z102

SPECIFICATION

® Light Source LED Module (Mounted )

® (one Natural cone(NC)

® frone White(W) . Matte black(M)

® Electrical specification fable

PRODUCT CODE
SX-BO6S5H/Z102/N/R27B/NC/N -M
SX-BO6SH/Z102/N/R30B/NC/N -M
SX-BO6ISH/Z102/N/R35B/NC/N -M
SX-BO6SH/Z102/N/R40B/NC/N -M

o Dedicoted Driver
@ Dining nethod

© Dimningsignal input current 2mA

® Weight 350g( Inc ludes dedi cated driver)

Constant current ( 50/60Hz shared)
0-10v

° VerticolAiningMgle MAX 30°
@ Horizontal Aiming Angle 350°
Tt Carvent. | Porer Consption
Tnput Voltage (Dedicated driver | (Included Fixture Input | Fixture Input
| input voltage) dedicoted driver) | Voltage Current
V | 0V | 20V [ M0V
[e Fixture 0.035A | 0.08A [ 7.08 | 7.2V 9.6V
20¥61, OPTION
Two Fixtures 0.067A [ 0.065A | 124 12.6V 19.2V 0.54
i Ml NV YN N Y-{ N WALR AT 1 Extension cord L=1000  SA-CC03
¥The pover consumption is measured based on the measuring nethod, JIS € 8105-3 | Extensioncord L=3000  SA-CCO4
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CeilingHole Diameter
%060~g61 for plaster board

W:170, D:54, H:28 190g
with terninal block for dimming signal vire
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electric wire specified:CPEV-1P 60, 991, 2 T
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PARTS MATERTAL REMARK CIRCUIT DIAGRAM - <=
1 | Body Acrylic Boking Finish nina Siana Vire
2 | Hood ADC Acrylic Baking Finish thnIng Slgne’ 1 'ﬂj
3 [ Unit Mounting Spring Stainless Steel —— Power Source
4 [ Frome ADC Acrylic Baking Finish 5=
S | Filter Resin ——— I =
6 | Active reflector Resin Vopor deposition >
7 | Cone ADC Plated finish
8 | Sofety Connector Resin —_— , , .
9 | Dedicated Iriver 0-10V control dimming systen Dedicated driver el ling

ATTENTTIN] e Please use constant current driver,
© Connect input-side pover wire to the approved driver directly.
© There isno sending terninal block on the dedicated driver (prinary side).
® Up to 3 fixtures con be used for the Dedicated driver.
(Refer to the instal lation manual for detal s of connection method. )
© Donot cut off pover wire, Do not extend with a cable other than the dedicated Extension cord,
® Danger | Do not remodel f ixtures,
® Use within 0t~33% ambient temperature range.
© Because there are variations in the LEDs,
enission calor and brightness would be different even within the same model.
© Do not use a radio or TV near the fixture. The unit may generate noise in the radio or TV,
© The height of Inside the cel ling have to ke 190mm or more to install the driver there.
® Use 0-10V control dinming system (SR-2830AS-1-10V(Sold separately)) only
® Calculate the capacity inaccordance with JIS C8155 standard,

Driver-side’' s

Fixture-side’s connector

connector

Make sure they are connected poperly.

© Jonot cover fixtures with the heat insulator etc
® Keep distance of the fixture and objects 0. In or more,

® This equiprent isa celling installation exclusive equipnent. It cannot be nounted anan inclined celling or vall.
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