SERIES FUNCTION CAT, NO.
® ' '
ModuleX 130 Ad justab le Downlight MMP-130A/SWF - SMF/DL/3
SPECIFICATION PRODUCT CODE
® Light Source LED Module (Mounted ) MMP-130A/NC/SNF/N -M/40B27/DL/3
® Light Distribution N=Narrow. M=Mediun mg%ggmg;gwu : mgggg;gtg
Whit W - :
" bore szctebfgzﬁ(cge( MO) MMP-130A/NC/SWF/N - /40B40/DL/3
PR MMP-130A/MC/SVE - SME/N -M/40827/DL/3
rone Cone MHP-130A/MC/SVE - SMF/N - M/40B30/DL/3
® Frane White(SHF), Matt black( SMP) MMBlggA;MggﬁgMHuM54gg3g;gtg
. MMP-130A/MC/SVF - SMF /N -M/40B4
. ?Pptmveld D: ot gg"g&‘mt current (Sold separately) MHP-130A/CC/SVE - SHF /N -M/40827/0L/3
o Fixture Input oltoge 36, MMP-130A/CC/SVF - SMF/N -M/40B30/DL/3
Fixture Input Current 1. 2A MAX MMP-130A/CC/SWF - SHF /N - M/40835/DL/3
® Veight 1. 1kg MMP-130A/CC/SNF - SMF /N -M/40B40/DL/3
® Attoched Sofety Wire OPTION
® Tool for tilt lock is equipped Full Spread Lens F1lter  MLA-130/SF01

Semi Spread Lens Filter  MLA-130/8501
Full Diffuser Lens Filter  MLA-130/DFO1
Seni Diffuser LensFilter  MLA-130/DSO02

Sharpener Lens  MLA-130/SH01

(avai lable only for narrow distribution)

Edge Control Lens Filters  MLA-130/EC02

CeilingHole Diameter

(131. 6

MAX 250. S

_Tiltlock | @5
Set screw(M3) @142 8 2
PARTS MATERIAL REMARK
1 | Socket Holder ADC Acrylic Baking Finish
2 | LED Module — ——
3 | Reflector Aluminum S —
4 | Body ADC Acrylic Baking Finish
S | Hood AIC Acrylic Baking Finish
6 | OptionHolder ADC Acrylic Baking Finish
7 | Unit Mounting Spring Stainless Steel —
8 | Mounting Frame AIC Acrylic Baking Finish
9 | cone Acrylic Baking F inish(WC-MC)
ADC Plating Finish(CC)
10| Sofety Wire Stainless Steel —
11| Sofety Connector Resin
° t cover fixt with il ti toretc. o tant t driver.
° ggnr:]oecg 0I nilm't-lé I(li‘gepsowelri;lrh: 2: uthel r(llspl;lr‘(:)voe:ﬁir‘cl ver dlr[felgﬁ;. use.co];:fn;:r !uﬁrl;r:;\t r('i:r-luo;: | fixtures.

Use within 0t~33¢ anbient temperature range. e Connect a safety wire to the fixture and nounting frame direct lgf

Emission color and brightness would be different even within the same model, e Keep distance of the fixtures and objects 0. 3m or more.
Please do not unfasten the set crew for 11t lock too mach. Dtherwise, It may be dropped and lost, e Please do not remove safety connector.
Please do not g lug in the wrong e lectrode to the applicable driver. It may cause shortening of LED lifetime or the domage to the LED component.
This equipment is a ceiling installation exclusive equipnent, It can not ke nounted on an inclined ceiling or wall,

Ti 1t scales may couse manufacturing angular errors, Please use osa guide, @ Tilt lock please be done before attaching to the frame,

Even If this product Is used Indoors, do not use the fixture near placeswhere there would be anything that contains sulfur.

(Some foods, medicines, paper products, rubber products and exhaust gas from vehic les moy contain sulfur,)
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