SERIES FUNCTION CAT, No.

ModuleX' 130  Adjustable Downlight  MMP-130A/FLF/40B/Z2

SPECIFICATION PRODUCT CODE

e Light Source LED Madule (Mounted ) MMP-130A/NC/SNF /N -M/40B27/72/3

e Cone White Cone(WC) . Matt black Cone(MC) MMP-130A/NC/SHF /N -M/40B30/72/3
Chrone Cone(CC) MMP-130A/NC/SF /N -M/40B35/72/3

° Iﬁight ]]igtrJicbution Nu?rvw (N}  Medlium (M) MMP-130A/NC/SNF /N -N/40B40/22/3

e Dimning Systen - - :

o It folloge 22061, A0V Dedcuted o ver input voltage) | Lo LE AL/ 63

e Input Current 0. 237ACDed;i cated driver input voltage, 220V input)| MuP-130A/MC/FLF/N-M/40B35/22/3

0, 217ACDedi coted driver input voltoge, 240V input)| WuP-130A/MC/FLF/N-M/40B40/22/3
e Pover Consunption 49, ONCInc |uded dedicated driver, EEHV input)
PRI 24 Include dedicoted driver. 240V input) | MHP-130M/CL/FLE/N-N/40827/72/3

EThe power consumption is measured bosed on the measur ing method, JIS C 8109-3, MMP-130A/CC/FLF/N-H/40B30/7¢/3

o Tedi : MMP-130A/CC/FLF/N-M/40B35/22/3
e ltage sy corent € /6lHz shured NP-300/CCFLE/N-NAGBAD/22/3

o [ixture Input Current 1,24 OPTION

o ]linnin%sigml input current 2mA Full Diffuser Lens Filter  MLA-130/DFO1
e Meigh 1, 4kg Driver weight is included) Semi Diffuser Lens Filter  MLA-130/DS02
o Attached Sofety Wire Full Spreod Lens Filter  MLA-130/SF01
e Tool for tilt lock is equipped Seni Spread Lens Filter  MLA-130/8501

Edge Control Lens Filter  MLA-130/ECO2
Sharpener Lens  MLA-130/8HO1
(avai lable only for narrow distribution)

Use within 0t~35% ambient temperature range.
Keep distance of the fixtures and objects 0. 3n ormore. @ Please do not unfasten the set crew for tilt lock too mach, Dtherwise, it may ke dropped ond lost.
This fixture is a ceiling installation exclusive fixture, ® Tilt scales may cause monufacturing angulor errors, Please use as a quide.

It con not be mounted on an inclined cei ling or wall. ® [ven if thisproduct isused indoors, do not use the fixture near places

Connect o safety wire 1o the fixture and mounting frame directly. where there would be anything that contains sulfur, (Some foods, medicines,

Tilt lock please be done before attaching to the frame. poper products, rubber products and exhaust gas from vehicles may contain sulfur,)
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PARTS MATERTAL REMARK CIRCUIT DIAGRAM —
1 | Socket Holder ADC Acry lic Boking Finish
2 | LED Module
3 | Reflector Aluminun —
4 | Body ADC Acrylic Baking Finish o . Vi
S | Hood ADC Acrylic Baking Finish Dinning Signal Vire en
6 | OptionHolder ADC Acrylic Boking Finish Power Source
WC,MC:Acrylic Boking Finish == podicated Driver < -y
/| Cone ADC CC:Plating Finish 9@ !,l,ﬁ:
8 | Sofety Wire Stainless Steel — ]
9 | Sofety Connector Resin —
10 | Dedicated Driver — 0-10V control dimming system
o se the dedicated driver only,
® There isno sending terninal block on the dedicated driver (prinary side),
® Connect input-side pawer wire to the dedicated driver directly.
® Danger | Do not remodel fixtures,
® (alculate the capacity in accordance with JIS (8133 standord.
® [nission color and brightness would be different even within the same nodel.
® Do not use a radio or TV near the fixtures. The unit may generate noise in the radio or TV,
® lse 0-10V control dimming system (SR-2830AS-1-10V(Sold separately)) only. )
© Do not cover fixtures with the heat insulator etc. Make sure they are connected properly.
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